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DETAILED ACTION 

Response to Arguments 

1 . Applicant's arguments filed January 9, 2004 have been fully considered but they are not 
persuasive. 

2. Regarding claim 1, first, applicant argues (pages 15-16) that Christensen does not teach 
the lowest level of the hierarchical channel map comprises one bit for each communication 
channel supported by the host adapter wherein each bit indicates whether the communication 
channel to which it is mapped has a pending communication request as recited in claim 1 . 
However, as discussed in the previous action, and repeated herein, Christensen teaches a first 
memory (e.g., channel interrupt queues Q0-Q7 within main storage 23) configured to store a 
lowest level of a hierarchical channel map, wherein the lowest level comprises one bit for each 
communication channel supported by the host adapter (e.g., each entry in a queue corresponds to 
a channel interrupt), wherein each bit of the lowest level is set to indicate that the communication 
channel to which it is mapped has a pending communication request and is cleared if the 
communication channel to which it is mapped does not have a pending communication request 
(e.g., see col. 6, lines 3-17). Applicant further argues that, in Christensen, "once an interrupt 
request has been remove[d] from a queue, the same I/O channel may or may not have another 
interrupt request pending in a different queue entry or even a different queue", and that "once an 
interrupt request has been remove[d] from a queue, the same queue entry can be used to store an 
interrupt request from a completely different I/O channel " Applicant appears to be arguing that 
each queue entry (or vacancy) in Christensen is not dedicated to only one specific channel as in 
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applicant's invention. However, such a feature is not evident in applicant's claim 1 . While 
applicant may choose to amend claim 1 to include such a feature, e.g., by reciting, "wherein said 
lowest level comprises , for each communication channel supported by said host adapter, one bit 
dedicated only for the corresponding communication channel to which it is mapped ". 
Christensen anticipates claim 1 as presently written. That is, Christensen anticipates the lowest 
level comprises one bit for each communication channel supported by the host adapter (e.g., each 
entry in a queue corresponds to a channel interrupt). Thus, applicant's argument is not 
persuasive. 

Second, applicant argues (page 16, first paragraph - page 17, first paragraph) that 
Christensen does not teach a host adapter configured to determine a next channel to be serviced 
by examining the hierarchical channel map as recited in claim 1. However, as discussed in the 
previous action, and repeated herein, Christensen teaches the host adapter (e.g., channel 
controller 24) is configured to determine a next channel to be serviced by examining the 
hierarchical channel map (e.g., channel controller 24 generates SIGI command which identifies 
the queue on which an entry will be posted for a received interrupt, wherein entries are serviced 
according to the order in which they are placed on the queue, see col. 5, line 65 - col. 6, line 17). 
That is, Christensen teaches the host adapter (e.g., channel controller 24) examines the 
hierarchical channel map (e.g., comprising Q0-Q7 within MS 23) by identifying a queue (e.g., 
one of Q0-Q7) to which an entry is to be placed (e.g., see col. 6, lines 3-11) and thus determines 
a next channel to be serviced by such queue entry. Additionally, applicant argues that 
Christensen teaches a PND register 46 in combination with a central processor and system 
controller 22 select a queue. However, the action performed by the channel controller 24 is 
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necessary for the determining of a next channel to be serviced (e.g., via generating SIGI 
command for identifying the queue on which an entry is posted as a pending interrupt which will 
next be serviced, see col. 5, line 65 - col. 6, line 39). Further, the functioning of PND register 46 
asserted by applicant requires the SIGI command generated by the channel controller 24 (e.g., 
see col. 6, lines 35-39). Thus, applicant's argument is not persuasive. 

3. Regarding claim 12, first applicant argues (page 17, second paragraph continued to page 
18) that Christensen does not teach selecting a set bit in the top level of the hierarchical channel 
map, wherein the bit indicates a group of bits in a next level of the map to examine as recited in 
claim 12. However, as discussed in the previous action, and repeated herein, comparable to 
claim 1, Christensen teaches selecting a bit in a top level of a hierarchical channel map which 
indicates a group of bits in a next level of the hierarchical channel map to examine. That is, 
Christensen teaches a second memory (e.g., pending register 46) configured to store a top level 
of the hierarchical channel map, wherein each bit of the top level (e.g., bits PND(O) - PND (7)) 
maps to a section of the lowest level (e.g., each PND bit maps to a particular one of queues Q0- 
Q7), wherein each bit of the top level is set if at least one bit in the section of the lowest level to 
which it is mapped is set and is cleared if none of the bits in the section of the lowest level to 
which it is mapped are set (e.g., see col. 6, lines 24-50). 

Second, applicant argues (page 18, first paragraph) that Christensen does not teach 
examining in each intermediate level only a group of bits indicated by the set bit selected in the 
previous level as recited in amended claim 12. Applicant's argument with respect to amended 
claim 12 has been considered but is moot in view of the new ground(s) of rejection. 
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Third, applicant argues (page 18, second paragraph) that Christensen does not teach 
examining in the lowest level as recited in claim 12. However, as discussed above, Christensen 
teaches the host adapter (e.g., channel controller 24) examines the hierarchical channel map (e.g., 
comprising Q0-Q7 within MS 23) by identifying a queue (e.g., one of Q0-Q7) to which an entry 
is to be placed (e.g., see col. 6, lines 3-11) and thus determines a next channel to be serviced by 
such queue entry. 

4. Regarding claim 29, first, applicant argues (page 18, third paragraph continued to page 
19) that Christensen does not teach a computer readable medium as recited in claim 29. 
However, in response to applicant's arguments, the recitation of a computer readable medium has 
not been given patentable weight because the recitation occurs in the preamble. A preamble is 
generally not accorded any patentable weight where it merely recites the purpose of a process or 
the intended use of a structure, and where the body of the claim does not depend on the preamble 
for completeness but, instead, the process steps or structural limitations are able to stand alone. 
See In reHirao, 535 F.2d 67, 190 USPQ 15 (CCPA 1976) mdKropa v. Robie, 187 F.2d 150, 
152, 88 USPQ 478, 481 (CCPA 1951). Thus, applicant's argument is moot. 

Second, applicant argues (page 19, first paragraph) that Christensen does not teach top, 
second and bottom level service masks as recited in claim 29. Applicant's argument with respect 
to claim 29 has been considered but is moot in view of the new ground(s) of rejection. 

5. Regarding claim 30, applicant argues (page 19, second paragraph continued to page 20) 
that Christensen does not teach examining a portion of intermediate levels as recited in claim 30. 
Applicant's argument with respect to claim 30 has been considered but is moot in view of the 
new ground(s) of rejection. 
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6. Regarding claim 31, first, applicant argues (page 20, first paragraph) that Christensen 
does not teach organization into channel section as recited in claim 3 1 . Applicant's argument 
with respect to claim 3 1 has been considered but is moot in view of the new ground(s) of 
rejection. 

Second, applicant argues (page 20, second paragraph) that Christensen does not teach 
examining no more of the lowest level than a portion as recited in claim 3 1 . However, as 
discussed above, Christensen teaches the host adapter (e.g., channel controller 24) examines the 
hierarchical channel map (e.g., comprising Q0-Q7 within MS 23) by identifying a queue (e.g., 
one of Q0-Q7) to which an entry is to be placed (e.g., see col 6, lines 3-1 1) and thus determines 
a next channel to be serviced by such queue entry. 

Allowable Subject Matter 

7. The indicated allowability of claims 2-6 is withdrawn for reasons discussed in the 
following action. 

Claim Rejections - 35 USC § 102 

8. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that form the 
basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(b) the invention was patented or described in a printed publication in this or a foreign country or in public use or on 
sale in this country, more than one year prior to the date of application for patent in the United States. 

9. Claims 1, 9-1 1, 18-23 and 25-28 are rejected under 35 U.S.C. 102(b) as being anticipated 
by U.S. Patent No. 4,271,468 to Christensen et al. 
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Regarding claims 1 and 18, Christensen teaches a system for servicing a plurality of 
communication channels, comprising: a host adapter (e.g., channel controller 24 in FIG. 1) 
configured to service communication requests (e.g., I/O interrupt requests) from communication 
requestors (e.g., I/O devices via control units 26, 27) to communication targets (e.g., central 
processors 20, 21), wherein the host adapter (e.g., channel controller 24) provides for up to a 
maximum number of communication channels to service the communication requests; a 
communication fabric (e.g., system controller 22) configured to provide a limited bandwidth to 
the host adapter to service the communication requests, wherein the communication fabric (e.g., 
22) couples the communication targets (e.g., 20, 21) to the host adapter (e.g., 24); a first memory 
(e.g., channel interrupt queues Q0-Q7 within main storage 23) configured to store a lowest level 
of a hierarchical channel map, wherein the lowest level comprises one bit for each 
communication channel supported by the host adapter (e.g., each entry in a queue corresponds to 
a channel interrupt), wherein each bit of the lowest level is set to indicate that the communication 
channel to which it is mapped has a pending communication request and is cleared if the 
communication channel to which it is mapped does not have a pending communication request 
(e.g., see col. 6, lines 3-17); a second memory (e.g., pending register 46) configured to store a 
top level of the hierarchical channel map, wherein each bit of the top level (e.g., bits PND(O) - 
PND (7)) maps to a section of the lowest level (e.g., each PND bit maps to a particular one of 
queues Q0-Q7), wherein each bit of the top level is set if at least one bit in the section of the 
lowest level to which it is mapped is set and is cleared if none of the bits in the section of the 
lowest level to which it is mapped are set (e.g., see col. 6, lines 24-50); wherein the host adapter 
is configured to determine a next channel to be serviced by examining the hierarchical channel 
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map (e.g., channel controller 24 generates SIGI command which identifies the queue on which 
an entry will be posted for a received interrupt, wherein entries are serviced according to the 
order in which they are placed on the queue, see col. 5, line 65 - col. 6, line 17). 

Regarding claims 9 and 25, Christensen teaches the system as discussed above regarding 
claims 1, 12-14, 18 and 31-36 and further teaches a plurality of service class masks (e.g., I/O 
mask 51 comprising mask bits, see col. 6, lines 56-67), wherein each service class mask is 
configured to map a number of the communication channels to one of a plurality of service 
classes (e.g., mask bits configure communication channels to one of a plurality of queues 
wherein each queue has a designated priority, see col. 6, lines 51-59), wherein each service class 
(e.g., designated priority of the queue) is allocated a portion of the limited bandwidth on the 
communication fabric. 

Regarding claims 10 and 26, Christensen further teaches a service array (e.g., QID 
register 82) comprising a plurality of entries, wherein each entry indicates one of the service 
classes to be serviced during a current service unit (e.g., see col 17, lines 22-30), wherein the 
service classes are selected in a repeating order according to the entries in the service array, and 
wherein the next channel to be serviced is selected from the current service class (e.g., see col. 9, 
line 24 -col. 10, line 31). 

Regarding claims 1 1 and 27, Christensen further teaches for each service class a service 
mask for each level of the hierarchical channel map (e.g., via I/O mask 51 comprising mask bits, 
see col. 6, lines 56-67), wherein when its corresponding service class is being serviced each 
service mask indicates the next bit position to be examined within a selected group of bits to 
determine a selected group of bits to be examined at the next level (e.g., within the designated 
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queue having the highest non-empty priority), except wherein the service mask for the lowest 
level indicates the next bit position to be examined within a selected group to. determine the next 
channel with a pending request to be services (e.g., mask bits indicating the next enabled PND 
bit to be examined). 

Regarding claim 19, Christensen further teaches the host adapter (e.g., CC 24) is 
configured to service for one service unit a channel request (e.g., I/O interrupt request) from a 
channel mapped to a set bit at the lowest level (e.g., an entry among one of the groups of Q0-Q7) 
of the hierarchical channel map, wherein the set bit is selected by examining a current group of 
bits at the lowest level of the hierarchical channel map to select a next set bit in that group 
indicating a channel with a pending request (e.g., a next entry within the designated queue 
among Q0-Q7), and if no more bits are set in the current group (e.g., the designated queue is 
empty), examining a current group at the next higher level (e.g., examine next bit of the PND 
register 46) to select a next set bit (e.g., next bit among PND(0)-PND(7)) and then examining the 
next lower level group (e.g., next queue among Q0-Q7 corresponding to the selected PND bit) 
indicated by the selected higher level set bit. 

Regarding claim 20, as discussed above regarding claims 11, 15, 17 and 27, Christensen 
teaches a service mask for each level of the hierarchical channel map (e.g., via I/O mask 51 
comprising mask bits, see col. 6, lines 56-67), wherein each service mask is configured to 
indicate the next bit position in the current group to be examined for a set bit (e.g., within the 
designated queue having the highest non-empty priority). 

Regarding claim 21, Christensen further teaches each service mask (e.g., via I/O mask 
51) is configured to indicate the bit position within the group for the corresponding level of the 
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last selected set bit in that group (e.g., mask 51 indicates the bit position of PND, see col. 6, lines 
51-68), wherein the host adapter (e.g., CC 24) is configured to examine each group for the next 
set bit after the bit position indicated by the corresponding service mask (e.g., see col. 6, lines 
24-50). 

Regarding claim 22, Christensen further teaches each group of bits at one level of the 
hierarchical channel map has the same number of bits (e.g., each entry in top level, PND register 
46, comprises one bit). 

Regarding claim 23, Christensen further teaches each group of bits at the lowest level 
(e.g., groups Q0-Q7) is accessible by a single memory access (e.g., see col. 9, line 24 - col. 10, 
line 21). 

Regarding claim 28, Christensen teaches a service unit is a quantum smaller than a 
maximum message size for the channel requests (e.g., I/O interrupt request) (e.g., see col. 5, line 
63 - col. 6, line 50, wherein a message size of the interrupt request, SIGI, exceeds the size of a 
interrupt request entry in the queues Q0-Q7). 

Claim Rejections - 35 USC § 103 

10. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set forth in 
section 102 of this title, if the differences between the subject matter sought to be patented and the prior art are 
such that the subject matter as a whole would have been obvious at the time the invention was made to a person 
having ordinary skill in the art to which said subject matter pertains. Patentability shall not be negatived by the 
manner in which the invention was made. 

11. Claims 2-8, 12-17, 24 and 29-38 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Christensen. 
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Regarding claims 2, 12-14 and 29, Christensen teaches a system as described above 
regarding claim 1, however, may not specifically disclose one or more intermediate stages 
between the highest level and lowest level stages. However, it is generally considered to be 
within the ordinary skill in the art to duplicate parts for a multiplied effect. St. Regis Paper Co. 
v. Bemis Co.. Inc.. 193 USPQ 8, 1 1 (7 th Cir. 1977). The stages of Christensen provide for an 
organized system, and accordingly, at the time of the invention it would have been obvious to 
one of ordinary skill in the art to include additional organizational stages within the hierarchy of 
Christensen in order to provide additional organization for a multiplied effect. That is, at the 
time of the invention it would have been obvious to one of ordinary skill in the art to include one 
or more intermediate stages in the hierarchical channel map of Christensen since it is generally 
considered to be within the ordinary skill in the art to duplicate parts for a multiplied effect. 

Further, regarding claim 29, Christensen teaches the system as discussed above regarding 
claims 1, 12-14, 18 and 31-36 and further teaches a plurality of service class masks (e.g., I/O 
mask 51 comprising mask bits, see col. 6, lines 56-67), wherein each service class mask is 
configured to map a number of the communication channels to one of a plurality of service 
classes (e.g., mask bits configure communication channels to one of a plurality of queues 
wherein each queue has a designated priority, see col. 6, lines 51-59), wherein each service class 
(e.g., designated priority of the queue) is allocated a portion of the limited bandwidth on the 
communication fabric. 

Regarding claim 3, Christensen teaches the host adapter (e.g., CC 24) is configured to 
service for one service unit a channel request (e.g., I/O interrupt request) from a channel mapped 
to a set bit at the lowest level (e.g., an entry among one of the groups of Q0-Q7) of the 
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hierarchical channel map, wherein the set bit is selected by examining a current group of bits at 
the lowest level of the hierarchical channel map to select a next set bit in that group indicating a 
channel with a pending request (e.g., a next entry within the designated queue among Q0-Q7), 
and if no more bits are set in the current group (e.g., the designated queue is empty), examining a 
current group at the next higher level (e.g., examine next bit of the PND register 46) to select a 
next set bit (e.g., next bit among PND(0)-PND(7)) and then examining the next lower level 
group (e.g., next queue among Q0-Q7 corresponding to the selected PND bit) indicated by the 
selected higher level set bit. 

Regarding claims 4, 5 and 15, Christensen teaches a plurality of service class masks (e.g., 
I/O mask 51 comprising mask bits, see col. 6, lines 56-67), wherein each service class mask is 
configured to map a number of the communication channels to one of a plurality of service 
classes for determining next servicing (e.g., mask bits configure communication channels to one 
of a plurality of queues wherein each queue has a designated priority, see col. 6, lines 51-59). 
Further, Christensen teaches a service mask for each level of the hierarchical channel map (e.g., 
via I/O mask 51 comprising mask bits, see col. 6, lines 56-67), wherein each service mask is 
configured to indicate the next bit position in the current group to be examined for a set bit (e.g., 
within the designated queue having the highest non-empty priority). 

Regarding claim 6, Christensen teaches a service unit is a quantum smaller than a 
maximum message size for the channel requests (e.g., I/O interrupt request) (e.g., see col. 5, line 
63 - col. 6, line 50, wherein a message size of the interrupt request, SIGI, exceeds the size of a 
interrupt request entry in the queues Q0-Q7). 
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Regarding claims 7 and 37, Christensen teaches the system of claim 1 as discussed above 
and, further, teaches the first memory (e.g., Q0-Q7) and the second memory (e.g., PND(O)- 
PND(7)) are accessible by the host adapter (e.g., CC 24 accesses memory comprised within SC 
22 and MS 23). While Christensen may not specifically require both first and second memory to 
be located on a same memory block, it is generally considered to be within the ordinary skill in 
the art to shift the location of parts absent a showing of unexpected results. Thus, at the time of 
the invention it would have been obvious to one of ordinary skill in the art to shift the location of 
the second memory (e.g., PND) from its current memory position to a memory block comprising 
the first memory (e.g., Q) since it is generally considered to be within the ordinary skill in the art 
to shift the location of parts absent a showing of unexpected results. The contention of obvious 
choice in design can be overcome if Applicant establishes unexpected results. In re Japikse , 86 
USPQ70(CCPA 1950). 

Regarding claims 8, 24 and 38, Christensen teaches the system of claims 1,18 and 31-36 
as discussed above and, further, teaches the second memory (e.g., PND register 46) is a register 
comprised within an integrated circuit (e.g., within 22). While Christensen may not specifically 
require that the integrated circuit comprising the second memory is specifically located within 
the host adapter (e.g., 24), it is generally considered to be within the ordinary skill in the art to 
shift the location of parts absent a showing of unexpected results. Thus, at the time of the 
invention it would have been obvious to one of ordinary skill in the art to shift the location of an 
integrated circuit comprising the second memory from its current position to a position within 
the host adapter (e.g., 24), since it is generally considered to be within the ordinary skill in the art 
to shift the location of parts absent a showing of unexpected results. The contention of obvious 
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choice in design can be overcome if Applicant establishes unexpected results. In re Japikse , 86 
USPQ70(CCPA 1950). 

Regarding claim 16, Christensen teaches the system as discussed above regarding claims 
1, 12-14, 18 and 31-36 and further teaches a plurality of service class masks (e.g., I/O mask 51 
comprising mask bits, see col. 6, lines 56-67), wherein each service class mask is configured to 
map a number of the communication channels to one of a plurality of service classes (e.g., mask 
bits configure communication channels to one of a plurality of queues wherein each queue has a 
designated priority, see col. 6, lines 51-59), wherein each service class (e.g., designated priority 
of the queue) is allocated a portion of the limited bandwidth on the communication fabric. 
Christensen further teaches a service array (e.g., QID register 82) comprising a plurality of 
entries, wherein each entry indicates one of the service classes to be serviced during a current 
service unit (e.g., see col. 17, lines 22-30), wherein the service classes are selected in a repeating 
order according to the entries in the service array, and wherein the next channel to be serviced is 
selected from the current service class (e.g., see col. 9, line 24 - col. 10, line 31). 

Regarding claim 17, Christensen teaches for each service class a service mask for each 
level of the hierarchical channel map (e.g., via I/O mask 51 comprising mask bits, see col. 6, 
lines 56-67), wherein when its corresponding service class is being serviced each service mask 
indicates the next bit position to be examined within a selected group of bits to determine a 
selected group of bits to be examined at the next level (e.g., within the designated queue having 
the highest non-empty priority), except wherein the service mask for the lowest level indicates 
the next bit position to be examined within a selected group to determine the next channel with a 
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pending request to be services (e.g., mask bits indicating the next enabled PND bit to be 
examined). 

Regarding claims 30-36, Christensen teaches a system as discussed above regarding 
claim 1, however, may not specifically disclose channels are further organized into channel 
sections or one or more intermediate stages are placed between the highest level and lowest level 
stages. However, it is generally considered to be within the ordinary skill in the art to duplicate 
parts for a multiplied effect. St. Regis Paper Co. v. Bemis Co., Inc., 193 USPQ 8, 1 1 (7 th Cir. 
1977). The stages of Christensen provide for an organized system, and accordingly, at the time 
of the invention it would have been obvious to one of ordinary skill in the art to include 
additional organizational stages, e.g., organized channels into sections or one or more 
intermediate stages, within the hierarchy of Christensen in order to provide additional 
organization for a multiplied effect. That is, at the time of the invention it would have been 
obvious to one of ordinary skill in the art to include an additional organizational layer in the form 
of channel sections in the hierarchical channel map of Christensen since it is generally 
considered to be within the ordinary skill in the art to duplicate parts for a multiplied effect. 



12. Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Justin M Philpott whose telephone number is 703.305.7357. The 
examiner can normally be reached on M-F, 9:00am-5:00pm 
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